@ atlantic

Electric heaters

Perforated steel
front cover

Over-temperature cut-out device

Over-temperature Control unit
cut-out device
! ! Temperature
. regulation knob
Electronic 9
Rear panel thermostat
Heat diffuser,
Heating extruded
element | aluminium for fast

heat transfer

Thermic
deflector

Extruded Perforated

aluminium steel front Roomn

sheet | cover temperature
Tatou Standard sensor

Room

temperature

sensor

Horizontal

Side view

Cable
exit point

467

158

Ratings and dimensions

189
min

120
min

Rating (W) * (mm) Width (mm) Height (mm) Weight (k) Amm) B (mm) Side view Vertical

Atlantic International SAS au capital de 3 538 000 € - 17, rue Croix Fauchet - 45140 Saint Jean de la Ruelle - RCS Orléans B 390 284 693 - No contractuals photos - September 2009 - L2R

© 750 115 551 467 6,6 269 EN
= 1000 115 625 467 Al RLX] -
2 im0 115 m 467 85 491 -
S 1500 115 847 467 93 565 - T
L 2000 115 1069 467 115 787 - ] T
H A
= 1000 115 467 73 8,5 532 444
= 1500 115 467 1069 10,6 828 750 L
Q)
= 2000 115 467 1217 133 976 888 _
*Note: Depth dimension includes fixing bracket. 5
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(For other standards, consult us) Front views showing bracket position.

Minimum clearances required: 500mm in front and above;

. 150mm each side.
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